
FILTRYX is fully equipped. No addi�onal equipment is 
required. A high-performance !lter for the !nest 
par�cles is integrated.

This ensures reliable separa�on of even the smallest 
droplets or smoke par�cles.

FILTRYX is ideal for extrac�ng and reliably separa�ng 
aerosols from machine tools or machining centers.
The unit is compact and can be mounted directly onto 
the machine or its peripheral equipment, e.g. a chip 
conveyor. The high collec�on power ensures that 
airborne contaminants are reliably removed.

FILTRYX has 4 !lter stages. A high-performance 
par�culate !lter for separa�ng par�cles from 0.1 µm is 
integrated as standard.

The device is designed for con�nuous 24/7 opera�on 
and does not need regenera�on phases.

FILTRYX IS PARTICULARLY COST EFFECTIVE
Ready for opera�on | Energy-e1cient fan |

High-performance !lter for par�cles from 0.1 µm

condensate included | Motor protec�on switch | On/o5

switch in sep. wall housing with 5 m cable | 4,575 €

integrated | siphon and return hose for separated

SINCE 1983, WE HAVE BEEN DEVELOPING SOLUTIONS THAT SATISFY OUR CUSTOMERS. WE MANUFACTURE AIR
FILTER SYSTEMS WITH EXTRACTION CAPACITIES FROM 500 TO OVER 100,000 m³/h.

Cost-e5ec�ve clean air.

FILTRYX 

Compact air pollu�on control
system with high suc�on power
and high collec�on e1ciency.

Separa�on of oil, emulsion mist and smoke.

FILTRYX IS READY FOR IMMEDIATE USE
Max. 1,500 m³/h adjustable fan power |

99,95% separa�on e1ciency |

Pipe or hose connec�on can be connected directly |

FILTRYX IS A QUALITY PRODUCT
Developed and manufactured in Europe | Reliable

AC drive manufactured by Innomo�cs (Siemens) |



PRICES ARE EXCLUSIVE VAT, UNPACKAGED, EX WORKS.

FILTRYX 

Compact air pollu�on control
system with high suc�on power
and high collec�on e+ciency.

Vor Öffnen 
abschalten

Handverletzungen 
durch rotierenden 

Ventilator

DANGER

Switch off
before opening

CAUTION

Hand injuries
due to rotating fan

Read and understand 
operator’s manual 

before
using this appliance

NOTICE
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AIR FILTRATION MADE IN EUROPE BY ILT
WWW.ILT.EU/FILTRYX

06
RY

X0
00

00
3-

1 
   

20
25

.0
6

⬛ Keine Fremdkörper ansaugen
⬛ Keine Zündquellen einsaugen
⬛ Keine zündfähigen oder explosiven 

Aerosole oder Stäube einsaugen
⬛ Gerät nicht mit offener Wartungstür 

oder fehlenden Abdeckungen 
betreiben; während Betrieb Gerät 
nicht öffnen

⬛ Gerät nicht in Ex-Zonen oder 
explosionsgefährdeten Bereichen 
betreiben

⬛ Gerät mit Hauptschalter ausschalten
und vom Stromnetz trennen

⬛ Gerät gegen unbeabsichtigtes 
Einschalten sichern

⬛ 2 Minuten warten  erst dann 
Wartungstür öffnen oder 
Abdeckungen entfernen

SICHERHEITSHINWEISE

WARTUNGSTÜR ÖFFNEN
ODER WARTUNGSARBEITEN

⬛ Vor Inbetriebnahme technische 
Vorgaben im Angebot des Herstellers 
des Gerätes prüfen und 
Betriebsanleitung sorgfältig lesen

⬛ Gerät über Motorschutzschalter gemäß 
Landesvorschrift an Stromnetz 
anschließen

⬛ Gerät ist nicht für ungeschützte 
Aufstellung im Freien vorgesehen

⬛ Gerät ist nicht für den Einsatz in 
Feuchträumen geeignet

⬛ Siphon am Ablaufstutzen an 
Geräteunterseite anbringen, Siphon 
füllen

⬛ Bedienungs- und Wartungspersonal mit 
dem Inhalt der Betriebsanleitung 
vertraut machen

⬛ Gerät nicht umbauen oder verändern 
und ausschließlich für vom Hersteller 
vorgesehenen Anwendungsfall 
einsetzen

Wird dieses Gerät ohne Rücksprache mit 
dessen Hersteller für andere 
Anwendungsfälle verwendet, erlischt die 
Garantie und Haftung des Herstellers.
⬛ Bei Reparaturen ausschließlich 

Originalersatzteile verwenden
⬛ Gerät niemals ohne kompletten Satz 

einwandfreier Filterelemente betreiben

M1 Vorfilter 20 mm | waschbar
M 2  Vorfilter 45 mm | waschbar

M3 Vorfilterkassette | Verbrauchsteil
M 4  Hauptfilter | Verbrauchsteil

Ersatzteilanforderung: Seriennumer 
(rote Plakette) und gewünschtes 
Filterelement oder Ersatzteil angeben.
Wenn Filterelemente ersetzt werden:
Nur Originalteile verwenden. Einwandfreie 
Gerätefunktion sonst nicht gewährleistet.

HINWEISE FÜR DEN BETRIEB

FILTERELEMENTE EINSETZEN

Service-Hotline +49(0)2295/921-0

M1   M2    M3     M4

ROH-
GAS

REIN-
GAS

⬛ Do not suck in foreign objects
⬛ Do not suck in any ignition sources
⬛ Do not suck in any flammable or 

explosive aerosols or dusts
⬛ Do not operate the appliance with an 

open maintenance door or missing 
covers; do not open the appliance 
during operation

⬛ Do not operate the appliance in Ex 
zones or potentially explosive 
atmospheres

⬛ Switch off appliance with main switch
and disconnect from power supply

⬛ Secure the appliance against 
unintentional switch-on

⬛ Wait 2 minutes  before opening the 
maintenance door or removing the 
covers

SAFETY INSTRUCTIONS

OPENING MAINTENANCE DOOR 
OR MAINTENANCE WORK

⬛ Before commissioning, check the 
technical specifications in the 
manufacturer's offer for the appliance,  
read the operating instructions carefully

⬛ Connect the appliance to the power 
supply via the motor protection switch in 
accordance with national regulations

⬛ The appliance is not intended for 
unprotected outdoor installation

⬛ The appliance is not suitable for use in 
damp rooms

⬛ Attach the siphon to the drain 
connection on the underside of the 
appliance, fill the siphon

⬛ Familiarise operating and maintenance 
personnel with the contents of the 
operating instructions

⬛ Do not convert or modify the appliance 
and only use it for the application 
intended by the manufacturer

If this device is used for other 
applications without consulting the 
manufacturer, the manufacturer's 
warranty and liability will be voided.

⬛ Only use original spare parts for repairs
⬛ Never operate the appliance without a 

complete set of faultless filter elements

M1 Pre-Filter 20 mm | washable
M 2  Pre-Filter 45 mm | washable

M3 Filter cassette | consumption part
M 4  Main filter | consumption part

Spare parts request: Specify serial 
number (red sticker) and desired filter 
element or spare part.
When replacing filter elements: Only use 
original parts. Faultless operation of the 
appliance is otherwise not guaranteed.

INSTRUCTIONS FOR OPERATION

INSERT FILTER ELEMENTS

Service-Hotline +49 2295/921-0

M1   M2    M3     M4

RAW
GAS

CLEAN
GAS
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Motor protec�on switch in separate surface-mounted 
housing with 5 m cable to the fan motor, wired

Variant A - D

 Descrip�on Material number
A Hose connec�on nozzle DN 200, with air control 5ap 90RYX010165-200SL
B Pipe connec�on fastening DN 200, with air control 5ap 90RYX010165-200RBL
C Hose connec�on nozzle DN 150, with air control 5ap 90RYX010165-150SL
D Pipe connec�on fastening DN 150, with air control 5ap 90RYX010165-150RBL
 Pipe connec�on variant B, D: with clamping ríng, 6 mm 5ange

ILT Industrie-Lu��ltertechnik GmbH
P.O. Box 1130 | 53805 Ruppichteroth Phone +492295/921-0 sales@ilt.eu
Sonnenhang 40 | 53809 Ruppichteroth Fax  +492295/6620  www.ilt.eu 06
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